
Arctic Hot Tubs 910 Dundas St. W, Whitby, ON ● 172 Chrislea Ave, Vaughan, ON ● 
322 Fairall St, Ajax, ON 1

CUSTOM SERIES
Progressive Filters, EcoPak Spa Pack

● Arctic Fox
● Cub
● Yukon
● Kodiak
● Klondiker
● Tundra
● Summit
● Summit XL
● Columbia - All Weather Pool (AWP)
● Ocean - All Weather Pool (AWP)
● Okanagan - All Weather Pool (AWP)

CORE SERIES
Atlantis Filters, Gecko In-Ye Spa Pack

● Orion
● Lunar
● Grizzly
● Orca
● Aurora
● Ellesmere

CLASSIC SERIES
Atlantis Filters, Gecko In-Ye Spa Pack

● McKinley
● Mustang
● Totem
● Eagle
● Timberwolf
● Hudson - All Weather Pool (AWP)
● Kingfisher - All Weather Pool (AWP)
● Athabascan - All Weather Pool (AWP)
● Wolverine - All Weather Pool (AWP)

Start Up Guide - BROMINE
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This guide is based on the best practices of Arctic Hot Tubs Ajax, Arctic Hot Tubs 
Vaughan and Arctic Hot Tubs Whitby. There are instances where an individual's start-up 
and/or continued maintenance may be different from the recommendations in this guide. 
Consult your sales representative for more information.

Any information provided to you outside of this guide by friends, neighbours, different 
dealers, the internet or any other individual is done so under the understanding that 
Arctic Hot Tubs will accept NO responsibility for those recommendations or the outcome 
of said information.
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Arctic Fox 787 litres / 207 gallons

Cub 1041 litres / 275 gallons

Yukon 1264 litres / 334 gallons

Kodiak 1295 litres / 342 gallons

Klondiker 1412 litres / 373 gallons

Tundra 1556 litres / 411 gallons

Summit 1363 litres / 360 gallons

Summit XL 2033 litres / 537 gallons

Water Volume - Arctic Spas

Timberwolf 884 litres / 234 gallons

Totem 1360 litres / 360 gallons

Eagle 1185 litres / 313 gallons

Mustang 1400 litres / 370 gallons

McKinley 1700 litres / 449 gallons

Grizzly 1420 litres / 375 gallons

Orca 1540 litres / 400 gallons

Orion 1540 litres / 400 gallons

Lunar 1540 litres / 400 gallons

Aurora 1193 litres / 315 gallons

Husky 1030 litres / 272 gallons

Ellesmere 871 litres / 230 gallons

Columbia 5100 litres / 1347 gallons

Ocean 5100 litres / 1347 gallons

Okanagan 5100 litres / 1347 gallons

Hudson 5100 litres / 1347 gallons

Kingfisher 5100 litres / 1347 gallons

Athabascan 5100 litres / 1347 gallons

Wolverine 5100 litres / 1347 gallons

Custom Series Models

CLASSIC  Series CORE  Series 

ALL WEATHER POOL* Series

* AWP Series falls under Custom for 
the purposes of the guides.



Step 1: Filling your new Arctic Spa - Atlantis Filters

1. Fill your spa with a garden hose put the hose in your filter canister. (img 1.1)
2. Once the water level has reached the bottom of the headrest, turn off the water and 

remove the hose from the spa.(img 1.2)

(img 1.2)(img 1.1)

1. Your new Arctic Spa comes equipped with 3 different types of filter media. An Atlantis 
thread in  filter (img 3.1s), a rescue bag (img 3.2s) and a short pleated thread in filter 
(img 3.3s) ** NOTE - Timberwolf will only come with an Atlantis thread in filter 
(img 3.1s) 
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Step 2: Installing Atlantis Filters

Atlantis filters are found on the following Series & Models:

Core Series - Ellesmere, Husky, Orca, Grizzly, Orion, Lunar
Classic Series - Timberwolf, Eagle, Totem, Mustang, McKinley
All Weather Pool (AWP) - Athabascan, Hudson, Kingfisher, Wolverine

If you can not locate your model please contact your sales representative.

(img 3.4s)(img 3.1s) (img 3.2s) (img 3.3s)



2. To install the filters, locate the filter weirs (img 3.4s, found on previous page)  in 
your spa. Standing outside of the spa with the weir(s) directly in front of your, remove 
the weir by simply lifting out of the spa. On the left side insert the Atlantis thread in 
filter by pushing down and turning until filter does not float. Once in place return the 
filter weir back into the canister. Repeat this process on the right side using the short 
pleated thread in filter keeping the weir out to install the rescue bag.

3. With the filter weir still not in place, invert to expose the open end (img 3.5). Looking 
inside the weir you will notice a grate. Remove the grate (img 3.6)  by turning counter 
clockwise. In place of the grate, thread in the rescue bag. Return the weir into the spa 
overtop of the short pleated thread in filter.

    (img 3.5)    (Img 3.6)
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Atlantis thread in 
filter

Short pleated thread 
in filter

Step 2: Installing the filters continued



Step 1: Filling your new Arctic Spa - Progressive Filter

1. Fill your spa with a garden hose put the hose in your filter canister. (img 1.1)
2. Once the water level has reached the bottom of the headrest, turn off the water and 

remove the hose from the spa.(img 1.2)

(img 1.1) (img 1.2)

Step 2 Installing Progressive Filters 

1. Your new Custom Series Arctic Spa comes equipped with 2 new Progressive Filters. 
One filter is a High Flow and the other is a Standard Flow (img 3.1). To determine 
which side the filters belong locate you model on the chart below. 

2. Inserted in the top of both filters you will find a filter tray (img 3.2). This tray is 
designed to remove impurities in your source water. After 24 hours remove the filter 
trays rinse, and leave out. They can be used again on your next fill.

Filter placement is determined  by standing 
outside the spa directly behind the filter 

canisters and looking down over the waterfall 
onto the filter canisters

Left Side Right Side

MODEL  LEFT SIDE RIGHT SIDE 

Arctic Fox  Standard  Hi Flow

Cub  Standard  Hi Flow

Yukon  Standard  Hi Flow

Frontier  Standard  Hi Flow

Kodiak  Hi Flow  Standard

Klondiker  Standard  Hi Flow

Summit  Standard  Hi Flow

Tundra  Standard  Hi Flow

Summit XL  Standard  Hi Flow

Ocean  Standard  Hi Flow

Okanagan  Standard  Hi Flow

Your new Custom Series Arctic Spa comes equipped with 2 new Progressive Filters. 
Progressive Filters are designed to last up to six months. Usage, water chemistry and 
bather load are a few factors that will greatly affect the lifespan of the filters 

There are a variety of Progressive Filters to choose from based on your source water, usage 
and maintenance program (img 3.1)

Your new spa or AWP is equipped with HYBRID Progressive Filters (img 3.2).

(img 3.1)

Different Styles of Progressive Filters
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HYBRID Progressive Filter

(img 3.2)

Installing the Progressive Filters
1.) With the spa or AWP full (bottom of head 

rests), insert the filter into the opening,
2.) Move the filter back and forth to remove 

any potential air pockets.
3.) Press down firmly until the filter locks in 

place.
4.) Install the weir you removed to fill the spa 

back over top of the filter
5.) Repeat the process for the second filter.



1. Add the initial dose of ULTRA SPA (200 gm/1000L). Turn pumps on wait 30 mins.

2. Add the initial dose of BEST DEFENCE (2 oz/ 1000L). Turn pumps on wait 30 mins.

3. Test & adjust alkalinity. Use Bromine test strips provided. Alkalinity should be between 80-120 ppm
**note If Alkalinity is low, raise with PERFECT BALANCE. Do not lower total Alkalinity.

4. Test & adjust pH. Use Chlorine test strips  provided. pH should be between 7.2 - 7.6
**If ph is high (over 7.6) adjust with ADJUST DOWN  to lower.

5. With pump(s) operating add 20 gm/1000 L of PEAK BOOST to bather free water to help establish a 
bromine level in advance of use.

6. Fill floating Dispenser with BROMINE TABS and fill to desired level. Level 3-4 is recommended to 
start.
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Bromine Startup 

Establish Correct Water Chemistry

Testing your levels

1.) Remove a test strip from the test kit provided. 
2.) Turn pump(s) on.
3.) Dip into the spa water elbow deep, moving back and 

forth for 15 seconds.
4.) Match the levels to the back of the bottle.

Ideal Range

1.) Calcium  100-150 ppm (strips indicate higher) but a 
lower range for spas is acceptable.

2.) Bromine Level 2-5 ppm.
3.) Alkalinity 80-120 ppm.
4.) Ph 7.2-7.8



1. Check the alkalinity level of your water using the test strips provided. Maintain alkalinity between 
80-120 ppm. . 
** Use PERFECT BALANCE to raise your alkalinity. Add directly to the spa water with the cover open 
and the pump(s) running.

2. Check the pH  level of your water using the test strips provided. Maintain pH  between 7.2 - 7.6. 
** Use ADJUST DOWN  to lower  your pH. Add directly to the spa water with the cover open and the 
pump(s) running.
** Use ADJUST UP to raise  your pH. Add directly to the spa water with the cover open and the 
pump(s) running.

3. Test your Bromine (sanitizer) level using the test strips provided. Maintain Bromine levels between 
3-5 ppm.
** To raise Bromine levels use PEAK BOOST. Add directly to the spa water with the cover open and 
the pump(s) running.

4. Add the weekly maintenance dose of BEST DEFENCE.
** Add BEST DEFENCE at a rate of 1 oz / 1000 litres. Add directly to the spa water with the cover 
open and the pump(s) running. 

5. Add the weekly maintenance dose of ULTRA SPA.
** Add ULTRA SPA at a rate of 2 caps / 1,000 litres. Add directly to the spa water with the cover open 
and the pump(s) running.

6. If your spa is not equipped with Peak Ozone add the weekly maintenance dose of REFRESH

**Add Refresh at a rate of 100g/1500L. Add directly to the spa water with the cover open and 

the pump(s) running.
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Bromine Maintenance - Suggested 

1. Inspect Atlantis filter, and rescue bag. Empty rescue bag if necessary. If spa is equipped with 
Progressive Filters, inspect and replace if necessary

2. Remove small pleated filter and rinse thoroughly using your garden hose or any other low 
pressure water source. DO NOT place in dishwasher or use a pressure washer.

1. Remove and dispose of Atlantis filter, rescue bag and Zorbie. Replace with new.

2. Soak the small pleated filter in FILTER RESTORE and allow to sit overnight. Remove, rinse 
thoroughly and allow to dry before returning to the spa.

3. Drain, refill and balance water as per the previous steps in this guide.

Power Off Maintenance - Suggested 

Quarterly Maintenance - Suggested 



Now that your electrical is verified and your spa is on you can go to your display and set 
your desired temperature all other settings will be factory set.

Completing Start-up - EcoPak 

Depending on your spas 
configuration, some 

buttons may not appear 
to function properly.

1. Set the desired temperature by 
pressing the up and down buttons 
(G &H).

2. Once your temperature is set, close 
the lid and allow the spa to heat up 
to desired temperature.

3. Additional control information can 
be found on pages 32 to 34 of your 
owner’s manual.

ONSPA & Home Connect - EcoPak

All Custom Series, Upgraded Classic Series & All Weather Pool Series spas are 
equipped with software that allows you to access your units features remotely either 
through an app or via a web browser. 

In order to access all that ONSPA has to offer you we must start by using the spas WIFI 
access point and linking it with your home network. This is referred to as Home Connect.

During the setup process (explained on the next page) it is not uncommon to reset your 
breaker and start over again as the setup process is time sensitive between steps.

Due to the limitations of WIFI, providers and items that limit WIFI signals (water, 
electrical noise etc) your spa may not connect to your home network. Please 
consult with your sales representative or our support team for alternatives to 
getting connected.
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Setting up Home Connect - EcoPak
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1. Visit www.myarcticspa.com to create your personal account. Once you have created an 
account a confirmation email will be sent to the email address you have chosen to use.
**Record the username and password you have created in setting up the account.

2. Download the Arctic Spas App. 
** DO NOT download Arctic Spas - Direct Connect

3. Once the app is downloaded, open and click on “Set Up New Spa” in the bottom right corner of 
the app.

4. With “Set Up New Spa” clicked you must now go and stand by your spa or all weather pool

5. Follow the instructions as explained in the app to connect your spa or all weather pool to your 
home network. You will need to know your home WIFI username and password to get 
connected successfully. 

6. Press and hold pump 3 until you see AP, Once AP appears let go and await until AP UP shows
** If the temperature flashes in between AP & APUP that is normal. Please wait until you 
see APUP which means you Access Point is UP and accessible.

7. Leave the app and go to the settings menu on your device and find your WIFI list. You are 
looking for “MyArcticSpaAP”. 
Choose this WIFI network and you make be asked to enter the password 1234567890.

8. Once connected you will see a check mark beside ‘MyArcticSpaAP”. Return to the app.
The app will ask you to find your home network. Click “Continue” and a list of available WIFI 
networks will appear. Please choose your home network. It will then ask for the home WIFI 
username and password.

9. To confirm your spa is connected to your home network please check that the WIFI symbol on 
your topside has a solid arrow above it and not flashing.

10. Once you have you verified the connection to your spa and home WIFI network, the app will ask 
you to create an account or already have account. Select “ Already have an account.”

11. It will ask you for your username and password. This is the same username and password you 
created in Step 1. Enter your username and password.

12. You will now be asked to register the spa or all weather pool. You will need your serial number 
and the registration code.

13. The registration code can be found by pressing and holding the pump 3 button on the topside 
control, until you see REG in lowercase letters. Once you see this let go of the pump 3 button 
and wait for a 4 digit code to appear. Enter the code in the registration field. You are now 
connected.

14. Select Arctic Hot Tubs Whitby/Vaughan as your preferred dealer.
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BROMINE Starter Kit Contents

ADJUST UP Used to raise pH when lower than 7.2

ADJUST DOWN Used to lower ph when higher than 7.8

PERFECT 
BALANCE

Used to control the alkalinity of your water. Prevents erratic changes to 
the pH of spa and all weather pool water.

ULTRA SPA A water treatment that increases chemical efficiency, helps protect metal 
surfaces from corrosion and enhances your spa experience.

BEST DEFENCE Removes metals and minerals while protecting equipment.
Weekly add 2oz / 1000 L of water with the pumps running.

REFRESH An oxidizer that is designed to destroy foreign contaminants that reduce 
the effectiveness of Bromine.** If your system is equipped with the 
optional Peak Ozone System you may not require Refresh.

PEAK BOOST Bromine granules used to control bacteria in spa water.

ZORBIE Gathers grease and surface oils. Replace every 3-4 months.

TEST STRIPS Used to test Sanitizer, pH, Alkalinity & Calcium Hardness

The potential maintenance of your bromine system will vary depending on factors such 
as bather load, usage, water quality etc. There is no one specific set of guidelines to 
follow. Your maintenance program will be as unique as you and your spa or AWP.

Frequently used items in your starter kit

Optional items not found in starter kit

FOAM DISSOLVE Designed to eliminate the occasional foaming problem associated with 
heavy bather loads. Use only if needed as overuse may cause cloudy 
water. 

COVER & 
CABINET RENEW

An exclusive product designed to clean and protect both the vinyl spa 
cover and cedar cabinet.

ENZYME 
DESCUMMER

Effectively eliminates cloudy water. Breaks down organic contaminants 
such as suntan oils, cosmetics and body oils that cause cloudy water.
Add 60ml / 1000L directly to the spa water as needed.


